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Steel-Ply Panels 

Gives you hundreds of re-uses. As light as a wood form, 
they are easily handled, simple to set up and strip, and 
a wise investment in a durable concrete forming tool. 


Mag-Ply Panels 

Give you lightness and speed as well as durability. The 
3 Ibs. per sq. ft. weight means ease and efficiency for your 
crew and savings in time for you. The magnesium frame 
will last you for years with proper care. They are the 
finest and lightest forms you can use today. 


Wood-Ply Panels 


Are your standards of excellence in prefabricated con- 


: i 
| crete forms. Using the same simple hardware system of efficient for any type of concrete wall construction. 
all the Symons Forms, Wood-Ply Panels offer you a 7 
lower initial cost, good quality material, and savings in ass 
time and labor. 
{ 
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Do Every Job 


Every Time 


Speed, long life, and accuracy are the ad- 
vantages offered to you in Symons Forms. 
Factory-made from the finest of materials, 
you can select from a complete line. Each 
form is not confined to a single type of 
application. They can be used on most 
any type construction job. 


Lightest in weight, Symons Mag-Ply Forms are 


MORE SAVINGS FROM SYMONS of Symons Wood-Ply Forms. 
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Steel-Ply Panels 

Gives you hundreds of re-uses. As light as a wood form, 
they are easily handled, simple to set up and strip, and 
a wise investment in a durable concrete forming tool. 


Mag-Ply Panels 

Give you lightness and speed as well as durability. The 
3 Ibs. per sq. ft. weight means ease and efficiency for your 
crew and savings in time for you. The magnesium frame 
will last you for years with proper care. They are the 
finest and lightest forms you can use today. 


Wood-Ply Panels 


| 

| Are your standards of excellence in prefabricated con- 
crete forms. Using the same simple hardware system of 

all the Symons Forms, Wood-Ply Panels offer you a 
lower initial cost, good quality material, and savings in 
time and labor. 
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Do Every Job 


Every Time 


Speed, long life, and accuracy are the ad- 
vantages offered to you in Symons Forms. 
Factory-made from the finest of materials, 
you can select from a complete line. Each 
form is not confined to a single type of 
application. They can be used on most 
any type construction job. 


Designed for durability and long life, the frames 
of Symons Steel-Ply Forms will last indefinitely. 


Lightest in weight, Symons Mag-Ply Forms are 
efficient for any type of concrete wall construction. 
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Low-cost and high speed forming are the features 
of Symons Wood-Ply Forms. 


__<>_ Symons fast and simple forming system 


1. PANEL TIE 
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3. WEDGE 


Corners simple to erect Fillers for any size wall 


The Answer To 
Lower Forming Costs 


Erecting: The forms are joined, tied and spread by a 
simple, sturdy method in one operation. The system 
allows for horizontal or vertical set-ups in combina- 
tions to any wall height. The forms safely contain 
heavy concrete pressure and walers are used for align- 
ment only. 


Stripping: The hardware is easily removed and the 
forms are released and pulled back. Ties are broken 
back and the result is a clean finished wall. 


only 3 basic pieces 


The key to the system is the simple hardware arrange- 
ment. The connecting bolt is inserted through the ad- 
joining forms and the loop of the tie. The wedge is 
inserted into the bolt, locking and joining the panels 
in one operation. 


Pilasters easy to set up 


MINIMUM HARDWARE FOR ALL APPLICATIONS 


The Symons Forming System is based on only a mini- 
mum of hardware pieces for any type application. 
Variations of panel set-ups are handled by the use of 
the same type of connecting bolt and wedge. The hard- 


Ideal for pouring pockets é 
Panels can be removed and Only wedge and bolt needed to 


ware is small enough to be easily handled and yet 
large enough to make it difficult to lose. The ties go 
between the panels. This allows for the removal and 
the replacement of forms at any point. 


Only minimum waling needed replaced at any point attach bracing and scaffolding 
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MAG-PLY FORMS 


Symons Mag-Ply Forms are the lightest on the 
market today . . . weight averaging about 3 
pounds per square foot. The frames of du- 
rable, rust-proof magnesium will last indefi- 
nitely and will not swell or shrink. The 14” 
thick-plastic-coated plywood face should be 
useable 100 or more times before replacing. 
Plywood edges are completely encased in the 
magnesium frame. The 214” thickness of the 
frame means more panels per truck load and 
less space for stacking and storage. Panel sizes 
are 2’ wide and 4’, 6’, 7’ and 8’ long. Fillers are 
available in any width required. Standard 
widths are 1” and in multiples of 2”, from 2” 
to 20”. The light and efficient mag-ply form’s 
ready adaptability on circular, battered, and 
cut up walls has pleased many contractors. 
Work is cut to a minimum in the field; the 
forms are furnished with all fillers required. 
Mag-Ply forms are available on a rental basis 
—rentals can be applied to the purchase price. 


Plywood Edges are Protected by the Steel Frame 


SYMONS STEEL-PLY FORMS 


Symons new lightweight form has a rolled steel frame that 
completely encloses and protects the plastic plywood face. 
Width of the steel frame is only 214”, compared to the 434” 
width of wood frame forms. Panels are 2’ wide in lengths of 
4’, 6’, 7’, and 8’, Fillers are made in widths required— 
Standard widths are 1”, 2”, 4”, 6”, 8”, 10”, 12”, 14”, 16”, 
18”, and 20”, Average weight of a steel-ply form is five- 
pounds-per-square-foot, slightly less than that of a wood 
form of comparable size. Handles are provided in the 6’, 7’, 
and 8’ sizes to simplify carrying the forms. The welded steel 
frames will last indefinitely and the plastic wood face should 
be useable for more than 100 times. Plywood may then be 
easily reversed or replaced. The efficiency 
and adaptability of steel frame forms on 
circular and battered walls, as well as 
straight or cut up walls, has pleased many 
contractors. 

Steel-ply forms are available on a rental 
basis—rentals can be applied to the pur- 
chase price. 


Job Built filler for 
Mag-Ply or Steel- 
| Ply Forms are 
quickly assembled 
with filler angles, 
split rivets and ply- 
wood cut to size. 


Steel-Ply and Mag-Ply Forms feature plywood 
mounted in the frame. Protected edges mean 


Handles on Steel-Ply ~ 
u longer life for the plywood and material savings. 


Forms Easier to Carry 
and Transport. 
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| : High Strength 
Recommended for pouring 


| ! Panels 
‘ concrete walls with pres- 


sures up to 1,200 pounds 


| | \ per square foot. This heavy 


Sel | duty form has steel cross 
members on 12” centers. 
The structural select 2 x 4 


| rims back up the durable 

| 34 plywood face. Weight 
averages about 5 pounds 
per square foot. 


only 3 basic pieces 


Joining Wood-Ply Panels with tie, connecting 
bolt and wedge is simple and easy. 


2. CONNECTING BOLT 


“Champ” Panels {i 


Designed for light com- 
mercial and residential 
work, it is also very prac- 
tical for high pours. This 
economical form has 2 x 
4 cross members that lie 
flush against a 34 exte- 
rior grade plywood face. 
Rail Plates located at 
each end of the cross 
members transmit pres- 
sure to the panel tie and 
prevent wear of the 
frame. Available with 
cross members on 12” or 
24” centers. 


All Symons Wood-Ply Forms Are Interchangeable 
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STEEL STRUT WIDE PANELS 


Symons Wide Panel Forms have steel struts and 2 

x 4 cross members to strengthen the panel and mini- 

mize deflection when subjected to heavy pressure. 

Tie holes in the steel struts allow the insertion and 
removal of special ties when the panels are con- 

nected in gang sections. In the steel strut forms, ties 

can be broken back within the panel, simplifying 

the stripping procedure. | 
Standard form hardware is used to make up the | 
sections. Panels are built in 6’ and 8’ lengths and 

30”, 36”, 42”, and 48” widths. Like all Symons Wide 

Panel Forms, the panels can be used either hori- 
zontally or vertically. A 5,000 pound Williams 

“Little Giant” tie can be used to tie opposite form 
sections. 


GANG FORMING 


Pouring of a 2,400 foot retaining wall along 
the north bank of the Mississippi River in 
downtown St. Paul was accomplished with 
Symons Wide Panel Forms made up in gang 
sections of 10’ x 24’ and 15’ x 24’. Panels 
4’ x 6’ and 3’ x 6’ were used to form the 
sections. 

Hurley Construction Company, St. Paul, con- 
tractor on the job, used only 5,400 square 
feet of Symons Wide Panel Forms. By gang 
forming, Hurley was able to speed construc- 
tion and meet tight time schedule. 70 lineal feet 
of concrete was poured in one pour with a max- 
imum pour of 700 lineal feet in one week. 


Gang Forming is ideal when the job calls for long sections of 
forming. By using the step and repeat process with form sec- 
tions, a large savings in time and labor costs can be achieved. 


2,665 lineal feet of “Y” walls and half “Y” 

) walls, with 169” high walls on a tank addi- Xx 
tion to a sewage treatment plant—that was the 

) pouring problem faced by contractors, Wan- 


der & Mason of Worthington, Ohio. 


On the “Y” walls Symons standard panels 
were ganged in 16 foot sections and handled 
either by crane or rolling scaffolding. Gang- 
ing the forms licked the problem. Quality of 
the pour was excellent. Speed of erecting and 
stripping reduced cost appreciably. One 16 
foot outside section was stripped, moved to 
the next wall section and reset by three men 
in 20 minutes. 
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WASHER TIES 


WOOD BASE TIE 


n METAL BASE TIE f\ 


SYMONS FLAT TIES 


WOOD AND METAL 
FRAME FORMS USED 
IN COMBINATION 
WITH DUO-TIE 
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Symons Form Brace 


Nail holes at the base of the 
Form Brace for secure and firm 
attachment with either Symons 
Steel Stakes or wooden stakes. 


FORMING EQUIPMENT 
AND ACCESSORIES 


Washer Ties 
Symons produces flat washer, cup washer, and wood 
cone spreader ties. The standard spreader ties go 
through 34” plywood, 2 x 4 studs and walers to anchor 
on tie holder, waler plate or Z tie holder. Special 
sizes available. 


Wood or Metal Base Ties 

Symons base ties are designed for grade beam and low 
wall construction. Available for use with wood or metal 
frame forms, the panels are used horizontally and only 
a wedge is needed to secure the base tie. The base tie 
can be used at the top or bottom of the form and with 
the base tie there is no break-off point. The top ties 
are above the concrete wall and can be re-used. The bot- 
tom ties are below grade and not exposed. 


Duo-Ties 

Symons new duo-tie can be installed quickly and 
efficiently from the outside of a form. It’s flat surface 
and slots create a solid bond with the concrete prevent- 
ing any loosening of the tie when stripping the forms 
from “green” walls. It is possible with the duo-tie to use 
wood and metal frame forms opposite each other. The 
cost of converting from one type of form to another 
is minimized. 

S-M Flat Ties 

The Symons S-M flat tie is specially designed for use 
with Symons metal frame forms. Since the width of 
metal frame forms are only 214”, the S-M flat-tie is 
somewhat shorter than the duo-tie. However, like the 
duo-tie, the S-M flat-tie fits snugly into the tie slot. In 
stripping, the S-M flat-tie is easily broken with two 
blows of a hammer. 


Form Brace 

Symons new reuseable form brace is ideal for securely 
bracing form work. Made of high carbon steel, it can 
be quickly and firmly attached to either Symons Forms 
or job-built forms. Braces come’ in regular lengths of 
6’ and 10’-6”. Also 15’ and 19’-6” lengths are available 
on special order. Brace extensions made in 4’-6” and 9” 
lengths can also be quickly secured to the standard 
braces. Once attached the form brace is easily lengthened 
or shortened up to 6”. This adjustment can be made by a 
simple turning of the body of the brace by a man on 
the ground or on top of the forms. An ideal forming 
accessory the Symons Form Brace will save time and 
since it can be re-used hundreds of times, it will save 
considerably on lumber costs. 


Only wedge and con- 
necting bolt needed to 
secure the top of the 
brace to Symons Forms. 
Nail holes are provided 
for use with job-built 
forms. 


_ Symons Stake Puller eas- 
| ily removes stakes from 
hard or frozen ground. 
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Symons Steel Stakes are 
ideal for bracing, footings 
or sidewalk forming. 


SYMONS CULVERT FORM 


Symons new Culvert Form is designed to 
permit monolithic pouring on the walls 
and slab of a culvert. Adaptable to both 
Wood and Metal frame forms, the Culvert 
Form eliminates the need for costly build- 
ing of special forms. Durable, it is made of 
11-gauge hot rolled steel and it can be re- 
used indefinitely. No special fittings are re- 
quired ... only standard form hardware is 
needed for securing the steel section to 
Symons standard forms. 

The Culvert Form is a 9” x 9” overall sec- 
tion and comes in lengths of 4, 6 and 8 feet. 
It provides for a 3” face on the roof slab 
and on the wall, and a 45 angled surface 
about 814” wide between the wall and roof. 


STEEL 
SCAFFOLD 
BRACKET 


_ > Symons 


STEEL STAKES AND ACCESSORIES 


Symons steel construction stake will last in- 
definitely. It can be used for practically any type 
of stake work. Ideal for use on footings, side- 
walk forming or bracing, the Symons Steel 
Stake drives easier, holds best. Nail holes 
every 1” for the firm attachment of lumber— 
pullout hole at top for easy removal—made of 
Hi Carbon Alloy Steel—and the stakes are 
painted red on top to make them easy to see— 
hard to lose. Steel Stakes are available in 12”, 
18”, 24”, 30”, 36”, and 42” sizes. 

The Symons Stake Bar is a steel unit which 
offers six positions for holding Symons steel 
stakes. The stake bar can be used for 16, 18, 20, 
22, and 24 inch wide footings. - 

The Symons Stake Puller operates on the same 
principle as an automobile bumper jack. No 
tugging—no hammering, the stake puller easily 
removes Symons steel stakes from hard or 
frozen soil. 


The Symons Steel Scaffold Bracket is a light compact 
unit that can be secured to the forms with standard 
hardware. The bracket is collapsible to simplify han- 
dling and moving. Sturdy, it will accommodate three 
2 x 10's for a platform and the handrail bars will sup- 
port a 2 x 4 at a height of approximately 3’ above 
the platform. The handrail bar may be pivoted down 
flush with the horizontal member of the bracket. 
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TEE HEADS, ELL HEADS, AND 
EXTENSIONS QUICKLY ATTACHED 


School Addition—12,000 square feet of Symons High Strength 
SHORES & COLUMN CLAMPS Forms were used to speed the pouring of 225,000 square feet 


of foundation walls. 


AUTOMATICALLY ACCURATE 
SYMONS COLUMN CLAMPS 


THE DEPENDABLE 
SYMONS SAFETY 
SHORE 
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Medical Center—3,000 square feet of Symons Steel-Ply Forms 
on 6,000 square feet of walls. Forming started on Wednesday 
and the final pour was completed on the following Monday. 


FREE ENGINEERING SERVICE 
With your plans Symons engineers will 
prepare without charge or obligation form 
layouts, bills of materials, and recommend 
the best method of forming. 
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Bridge Forming—By using Symons High Strength Forms, con- 
tractor was able to reduce pouring time, use fewer men and 
cut 100 days off bridge forming job. 


FREE FIELD SERVICE 


A trained and experienced concrete forming <> Syms CLAMP & MFG. CO. 


engineer can advise you without charge on 
how to use Symons products efficiently so 
that you will save time, labor and materials. MORE SAVINGS FROM SYMONS 


4249 Diversey Avenue ° Chicago 39, Illinois 


